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CAST ALUM COLLAR

(1) 25W/350mA 0-10V 
DIMMABLE LED DRIVER

(1) 3W LED ARRAY 
240 lm / 3000 K / 80 CRI

3/8"SQ STANDOFF

(4) 3/8"  TUBES

(3) 3/8"  ANCHOR BOLTS

(1) 12W OR 17W LED ARRAY
1350 OR 1850 lm / 3000 K / 80 CRI

CONDUIT FEED, BY OTHERS

ELEV. / SECTION 

CONCRETE BY OTHERS
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SIDE ELEV. 

3/16"THK ALUM SHIELD

3/8"THK CLEAR ACRYLIC LENS

3/16"THK WHITE ACRYLIC 
DIFFUSER

4 1/2" SQ X 2 1/2"H 
CAST ALUM BASE

UL  & IBEW LABELED           DRY        DAMP        WET

TYPE

Information appearing hereon is proprietary and confidential and may not be used without the permission of Borden Lighting. 
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SPEC NO

DATE

SCALE

PROJECT SPEC

SPECIFIER

NOTE:

   CAT#    LAMPING    VOLT    FINISH- - -

SPEC GUIDE

 915  LED/12
 LED/17

 120
 277

 SGB
 SGW
 SGBZ
 SGS
 CCP

SAMPLE SPEC: 915-LED/10-120-SGW-36” OA

-         OA-
 36” STD
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