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ROUTED CHANNEL WITH 
METAL LINING
SJ CORD
4" X 6" RESAWN CEDAR
(OR OTHER WOOD SELECTION)

CEDAR BATTEN 
(OR OTHER WOOD SELECTION)

WP BOX BY BORDEN

CONDUIT IN AND 
OUT BY OTHERS

CONC PIER BY OTHERS
PROVIDE 'WASH' AWAY 
FROM POST

ELEV. / SECTION 
1" = 1' - 0"

719-LED FIXTURE,
SEE DETAIL

NOTE: BOX WILL ACCOMMODATE 
1/2" & 3/4" CONDUIT FEEDS.
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REFLECTOR

NON-DIMMING DRIVER - 
DIMMING OPTIONAL
ALUM OR BRONZE HOOD

(1) 12W OR 17W LED ARRAY 
1350 - 1850 lm / 3000 K / 80 CRI

CLEAR REFRACTIVE 
ACRYLIC LENS

SECTION    
3" = 1' - 0"

CAST ALUM BACK, PTD.
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SPEC NO

DATE

SCALE

PROJECT SPEC

SPECIFIER

NOTE:

   CAT#    LAMPING    VOLT    FINISH- - - -

SPEC GUIDE

 919  CF/13
 CF/18
 LED/12
 LED/17

 120  NBZ 
 SSS
 SGB
 SGW
 SGBZ
 SGS
 CCP

SAMPLE SPEC: 919-WD-LED/10-120-NBZ-36” OA

- POST
 AL-DB
 AL-BP
 WD

        OA-
 36” STD
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